Building site address

ﬂty of gmlapu[(s ~ FORGITY USE ONLY

Department of Planning & Zoning AGENDA #
Historic Preservation Division MEETING DATE
145 Gorman Street, 3™ Floor
OLIS. Annapohs MD 21401 -2535

fstPres@annagohs go + 410-260-2200 * Fax 410-263-91 58 MD Relay or 711 - ari‘nagclisgbv

Historic Preservation Commission Public Hearing Application
for Certificate of Approval

95 Shipwright Street

Provide complete information below. Mailing addresses and telephone numbers are required.

_ Property Owner Information - Contractorslnformatlon : -
Name Andrew and Whitney Odenwald Name Lang and Co. Richard Lang
Address 95 S.hlpwnght Street Address 273 D. Peninsula Farm Road
City Annapolis State Md. Zip 21401 City Arnqld State Md. Zip 21012
Day phone Cell 410-703-2146 Day phone Cell 410-991-0495
E-mail aodenwald@celgene.com E-mail rlang@lang-co.com

Authorlzmg Appllcant Information Archltec’dEngmeer Information

Name Peter C. Miller - Fourth Street Design Studio, Inc. Name Gary S. Schwerzler - Fourth Street Design Studlo
Address 421 Ff)urth Street Address 421 Fc.>urth Street
City Annapolis State Md. Zip 21403 City Annapolis State Md. Zip 21403
Day phone 410-267-9659 __cell 410-693-3606 Day phone 410-267-9659 Cel 410-269-8812
E-mail pete.fsds@gmail.com E-mail gary.fsds@gmail.com
1. Applicant/Agent to receive comments Peter C. Miller
2. Will you be applying for the Historic Preservation Tax Credit? —. Yes v No

6
7.
8
9

The tax credit is limited to those expenses having to do with the exterior features of a structure and the total estimate
of expenses per application must exceed $5,000. Applications must be submitted prior to start of work. Please refer
to the Annapolis City Code Section 6.04.230 — Historic Preservation Tax Credit.

Are there any easements or deed restrictions for the exterior of this building or the site? — Yes v _No
If yes, submit a letter from the easement holder stating their approval of the proposed work.
A site plan to scale indicating property lines and lot dimensions, adjacent street and curb cuts, existing structures and

locations for all existing and proposed exterior signs.

If signs are proposed please provide drawings indicating material, method of attachment, position on building, size
and front lineal feet of building, size and position of all other signs on building, and a layout of the sign.

Scaled drawings (1/4" to 1') for new construction, additions, and major alterations must be submitted. Drawings must
include: plans, sections, elevations and details.

Printed & labeled color photographs or digital photos 4” x 6” or larger of existing conditions.
Applicant must provide cut sheets/specifications on materials and methods to be used.
Required permits attached, if applicable: .. Fence o Tree . Sign m‘_{__ Building

A PDF on a Disc or Thumb Drive of entire application package must be submitted.

Revised Oct, 31, 2017 Page 10of 2



10. Description of work proposed. Please be specific and include as much information as possible in the box below.
Attach an extra sheet if more space is needed.

SEE ATTACHED SCOPE OF WORK

11. Estimated cost of improvement $ 90,000.00

Filing Fee

Rate is 1% of Estimated Cost of Improvement. (Minimum of $35.00 — Maximum of $1,000.00)

Rate is 1% of Estimated Cost of Improvement for “After the Fact’ Approvals (Minimum of $50.00 — Maximum of
$2,000.00)

Make check payable to City of Annapolis.

Please refer to the “Guidelines for Filing a Historic Preservation Commission Public Hearing Application” for additional
details on submittal requirements.

Signature of owner or authorized agent

The applicant certifies and agrees as follows: (1) that they are authorized by the property owner to make this application;
(2) that the information is correct; (3) that they will comply with all regulations of the City of Annapolis which are applicable
hereto; (4) that they will only perform work on the above property specifically approved by the Historic Preservation
Commission; (5) that they are authorized by the property owner to grant City officials the right to enter onto the property
for the purpose of inspecting the work permitted.

A Notice of Public Hearing sign will bg,made available to the Applicafit. .
acknowledges that it is their responsibili the hearing.

January 25, 2018

Owner/Applicant signature . Date
// . FORCITY USE ONLY

Rate x Estimated Cost $ Application received

Amendment to COA # Date paid

Revised Oct. 31, 2017 Page 2 of 2



95 SHIPWRIGHT STREET SCOPE OF EXTERIOR WORK:

Northeast Front— Shipwright Street Elevation:

1. Replace existing second floor and third floor metal clad windows with new metal
clad windows of same size.

2. Replace existing front door and sidelights with new wider front door and single
sidelight.

3. Replace existing front entry light fixture with new.

4. Construct new front entry roof cover.

5 Replace existing garage passenger door with new 4 panel passenger door of
same size.

6. Replace existing garage overhead door with new paneled overhead garage door
with upper glass panels of same size.

Southeast Side Elevation:

1. Remove one basement window and infill with concrete masonry and waterproof.
Fill existing window well with drainable gravel fill.

2. Replace one existing metal clad basement window with new metal clad window
of same size.

3. Replace existing first floor and second floor metal clad windows with new metal

clad windows of same size.

Southwest Rear Elevation:

1. Replace existing first floor and second floor metal clad windows/door in living
room and open space above with new metal clad windows/door of same
size.

2. Replace existing second floor and third floor metal clad windows in master

bedroom (second floor) and family room (third floor) with new metal clad
windows of same size.

3. Replace existing metal clad French door and adjacent window in kitchen with
new single metal clad French door in new location.

4. Add new metal clad triple casement window in first floor dining room.

5. Remove third floor exterior deck solid wall guard rail and replace with new cable
rail system. Provide new gutter and downspout to drain deck with splash-
block at grade.

Northwest Side Elevation:

1. Remove existing first floor metal clad windows and infill with new wall
construction to match existing.

2. Remove one existing skylight and infill with new roof construction to match
existing.

3. Replace 3 existing skylights with new curb mounted skylights of smaller size.
Infill remaining roof area with new roof construction to match existing.

4. Replace existing metal clad awning windows in second and third floor bathrooms

with new metal clad awning windows of smaller size. Infill remaining
areas with new wall construction to match existing.

5. Add gutter and downspout to garage roof.

6. Locate two new mechanical condenser units at grade on pads.



Third Floor Exterior Deck:

1. Remove existing metal clad sliding glass doors at family room and replace with
new metal clad window in new location and new larger metal clad sliding
glass door. Infill remaining areas with new wall construction to match
existing.

2. Remove existing metal clad sliding glass door in hallway. Construct new elevator
shaft in area between hallway and existing masonry chimney. Add new
metal clad window in hallway in new location. Elevator shaft to receive
two metal clad windows. Extend existing roof overhang to abut existing
masonry chimney and to enclose new elevator shaft. Provide new gutter
and downspout. Provide new metal cricket at roof to divert water around

chimney.

3. Remove solid wall guardrail at rear and replace with new cable rail system.
Provide new gutter and downspout to drain deck with splash-block at
grade.

4. Remove existing decking and waterproof deck system and provide new 3/4” x

5&1/2” Ipe decking over new modified waterproof deck construction.

Upper Roof:

1. Provide new ARS-2 fluid applied partially reinforced membrane roof coating
system by Acrymax Technologies, Inc. over existing low pitched flat seam
metal roofing.




City of Anmapolis

Department of Planmng and Zoning
145 Gorman Street, 3" FI

Annapolis, MD 21401-2529
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FOR CITY USE ONLY
PERMIT #

ISSUED

BY

EXPIRES

ermittmg@annagohs gov + 410-260-2200 » Fax 410-263-9158 * TDD use MD Relay or 711 + www.annapolis.gov

Building Permit Application
Per City Code Section 17.12.056, fees are not refundable.

Fee Schedule
Please note that, per City Code Section 17.28. 090 any expansion or change in use may be subject to capital facility

assessment charges.

Building site address

Property Tax ID #

95 Shipwright Street Suite/Unit #
06-000-04155251 Lot # Zone
Is above address within the Historic District area? ¥ Yes ___ No Waterfront? __Yes M‘fw No

Within the floodplain? __Yes ¥ No Sprinkler system in building? ____Yes ¥ No
i Property Owner Information Contractor’s Information
Name Andrew and Whitney Odenwald Name Lang and Co. - Richard Lang
Address 95 Shipwright Street Address 273 D. Peninsula Farm Road
City Annapolis State Md. Zip 21401 City Arnold State Md. Zip 21012
Day phone Cell_410-703-2146 Day phone Cell _410-991-0495
aodenwald@celgene.com E-mail rlang@lang-co.com

E-mail

Appllcant Information

PeterC Miller - Fourth Street Design Studio, Inc.

ArchltectlEngmeer Information
Gary Schwerzler - Fourth Street Design Studio

Name Name
Address 421 Fourth Street Address 421 Fourth Street

City Annapolis State Md. Zip 21403 City Annapolis State Md. Zip 21403
Day phone 410-267-9659 Cell 410-693-3606 Day phone 410-267-9659 Cell 410-269-8812
E-mail pete.fsds@gmail.com E-mail gary.fsds@gmail.com

Occupant Information
Owner Occupied

~ Permit Information

Please check if any of the following work to be done is:

Name

Address Plumbing ¥ Electrical ¥ HVAC ___ Gas
City State Zip v _Residential ____ Commercial

Day phone Cell Value of work § ___90:000.00

E-mail

Please provide 24-hour emergency contact information:

Name Peter C. Miller

Phone 410-693-3606

Describe proposed work:

SEE ATTACHED SCOPE OF WORK

Revised 5/26/2017



Page 2 of 2

Permit #
95 Shipwright Street _ January 25, 2018

Building site address pwng Date Y

, “Contractor License . license# ‘ e Expiration Date
MHIC 122202 Sept. 2019
State of MD Construction
MD Homebuilder Registration
{New residential dwellings only)
Dimensions of Proposed Structure , -

Existin Existin Existin 2&1/2
Lot size 9 Building size 9 Building height 9 # of stories
1,053 sq. fi. . . 4,289 sq. ft.
Basement area only Total floor area (including basement)
. Exist. Exist. Exist. . Exist.

Proposed setbacks from property line (ft) Front Left Rear Right
Is it a corner lot? Yes v No

If a water or sewer connection is required, | prefer:

e City installation ... To seek approval of the Public Works Department to have it installed by a licensed
contractor (which may require a Street/Sidewalk Opening Permit and/or a bond)

Are trees being removed? . Yes ¥ No If yes, complete a Tree Permit application.
Are there trees within 15 of the limit of disturbance? ___Yes ¥ No If yes, complete a Trees in Construction
Areas form.

A use permit is required for new tenants, change of occupancy or owner, or expansion of a commercial use. (A use
permit application must accompany the building permit application.)

Single Family Residential
Existing use 9 y

Single Family Residential
Proposed use g y

A certificate of occupancy may be required as determined by the Code Official.

Signature of owner or authorized agent

The applicant certifies and agrees as follows: (1) that they are authorized to make this application; (2) that the information
is correct; (3) that they will comply with all regulations of the City of Annapolis which are applicable hereto; (4) that they
will only perform work on the above property specifically described in this application; (5) that they grant City officials the
right to enter onto the property for the purpose of inspecting the work permitted and posting notices; (6) if you choose to
appeal the issuance, decision, determination or order of this permit, the petition for appeal shall be in writing stating the
grounds for appeal and shall be filed with the Building Board of Appeals within 15 calendar days of issuance, decision,
determination or order. Any right to appeal shall e % if not timely filed.

y Pejer C rth Street Design Studio, Inc.
& January 25, 2018
Date

FOR CITY USE ONLY

Owner or Authorized 44 ¢

Signature 77
/s

-

PZ final approval Date

App fee paid Permit fee Fee due

Revised 5/26/2017



95 SHIPWRIGHT STREET SCOPE OF EXTERIOR WORK:

Northeast Front— Shipwright Street Elevation:
1. Replace existing second floor and third floor metal clad windows with new metal
clad windows of same size.

2. Replace existing front door and sidelights with new wider front door and single
sidelight.

Replace existing front entry light fixture with new.

Construct new front entry roof cover.

Replace existing garage passenger door with new 4 panel passenger door of
same size.

Replace existing garage overhead door with new paneled overhead garage door
with upper glass panels of same size.

ok w

o

Southeast Side Elevation:

1. Remove one basement window and infill with concrete masonry and waterproof.
Fill existing window well with drainable gravel fill.

2. Replace one existing metal clad basement window with new metal clad window
of same size.

3. Replace existing first floor and second floor metal clad windows with new metal

clad windows of same size.

Southwest Rear Elevation:

1. Replace existing first floor and second floor metal clad windows/door in living
room and open space above with new metal clad windows/door of same
size.

2. Replace existing second floor and third floor metal clad windows in master

bedroom (second floor) and family room (third floor) with new metal clad
windows of same size.

3. Replace existing metal clad French door and adjacent window in kitchen with
new single metal clad French door in new location.

4. Add new metal clad triple casement window in first floor dining room.

5. Remove third floor exterior deck solid wall guard rail and replace with new cable
rail system. Provide new gutter and downspout to drain deck with splash-
block at grade.

Northwest Side Elevation:

1. Remove existing first floor metal clad windows and infill with new wall
construction to match existing.

2. Remove one existing skylight and infill with new roof construction to match
existing.

3. Replace 3 existing skylights with new curb mounted skylights of smaller size.
Infill remaining roof area with new roof construction to match existing.

4. Replace existing metal clad awning windows in second and third floor bathrooms

with new metal clad awning windows of smaller size. Infill remaining
areas with new wall construction to match existing.

5. Add gutter and downspout to garage roof.

6. Locate two new mechanical condenser units at grade on pads.



Third Floor Exterior Deck:

1. Remove existing metal clad sliding glass doors at family room and replace with
new metal clad window in new location and new larger metal clad sliding
glass door. Infill remaining areas with new wall construction to match
existing.

2. Remove existing metal clad sliding glass door in hallway. Construct new elevator
shaft in area between hallway and existing masonry chimney. Add new
metal clad window in hallway in new location. Elevator shaft to receive
two metal clad windows. Extend existing roof overhang to abut existing
masonry chimney and to enclose new elevator shaft. Provide new gutter
and downspout. Provide new metal cricket at roof to divert water around

chimney.

3. Remove solid wall guardrail at rear and replace with new cable rail system.
Provide new gutter and downspout to drain deck with splash-block at
grade.

4. Remove existing decking and waterproof deck system and provide new 3/4” x

5&1/2" Ipe decking over new modified waterproof deck construction.

Upper Roof:

1. Provide new ARS-2 fluid applied partially reinforced membrane roof coating
system by Acrymax Technologies, Inc. over existing low pitched flat seam
metal roofing.
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Fourth Street Design Studio, Inc.
421 Fourth Street

Annapolis, Maryland 21403-2503
410-267-9659

410-269-5027

- 301-858-5726

S Gary Schwerzler, Architect
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Garage

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.
20.
21.
22.

23.

24,
25.

DRAWING NOTES

New window/door in existing removed window/door location matching existing
window/door size. Provide new exterior painted wood trim to match
existing thickness and width.

New window in existing removed window location; reduction in window size.
Provide new exterior painted wood trim to match existing thickness and
width.

New window in new location. Provide new exterior painted wood trim to match
existing thickness and width.

New French door in area of removed existing French door and adjacent window.
Provide new exterior painted wood trim to match existing thickness and
width.

New sliding patio door in existing removed sliding patio door location; increase in
door size. Provide new exterior painted wood trim to match existing
thickness and width.

New curb mounted flat glass skylight in existing removed skylight location;
reduction in skylight size.

New concrete masonry wall infill at existing removed basement window.
Concrete masonry thickness to match existing. Provide tie-in to existing
masonry. Provide waterproofing and drain-board. Infill window well with
drainable gravel fill.

New exterior wall infill at existing removed window/door. New infill walls shown
shaded on floor plans.

a. Exterior Finish: Cedar wood shingle siding; thickness, style, and exposure

to match existing. Wood species and finish to match existing.

b. Weather Resistive Barrier Atop Exterior Sheathing:

1)  WeatherSmart Housewrap by Fortifiber Building Systems Group or
equal. Secure to framing and seal in accordance with
manufacturers recommendations.

2)  Perimeter of Window and Door Openings: Provide 40 mil FortiFlash
self-adhering membrane flashing/wrap by Fortifiber Building
Systems Group or equal at perimeter of all window and door
openings. Install per manufacturer's recommendations.

Exterior Sheathing: 1/2-inch exterior grade plywood sheathing.

Framing: 2x6 wood studs spaced no greater than 16-inches on center.

Insulation In Stud Cavity: R-21 glass fiber batts with vapor barrier facing.

Interior Sheathing:

a.  1/2-inch thick regular type gypsum board.

b.  1/2-inch thick moisture resistant type gypsum board in bathrooms.

New painted wood garage passenger door in location of existing; match existing

size.

Manufacturer: Simpson

Size: 3-0" x 8-0" x 1&3/4”

Model: 762 Exterior Shaker 4 Panel

Wood Species: Mahogany

Provide new exterior painted wood trim to match existing thickness and

width.

New painted wood garage overhead door in location of existing; match existing

size.

Manufacturer: Clopay

Size: 9-0" x 8-0” x 1&3/4”

Series: 1

Panel Design: 12

Rectangular Upper Window Design: REC13

Handle Design: Ring Door Knockers

ew painted wood front entry door with new sidelight in location of existing.

Manufacturer: Simpson

Door:

1)  Size: 3-6"x8-0"x 1&3/4”

2) Model: 6803 Craftsman Two Panel — Three Lite (SDL)

3) Wood Species: Mahogany

C. Sidelight:

1)  Size: 1-2"x8-0"x 1&3/4”
2)  Model: 6170 Craftsman Sidelight
3) Wood Species: Mahogany

d. Provide new exterior painted wood trim to match existing thickness and

width.

New front entry roof cover:

a. Roofing: Pre-formed and field painted standing seam metal roofing with

1-inch high seams.

b. Gutter: 5-inch galvanized painted box gutter to match existing.

C. Downspout: Black iron rain chain with 2-inch links with 12-inch diameter

black iron pot receptacle with loop.

d. Gable End: Painted wood trim with painted 1x6 vertical board panel.

e. Fascia Board: Painted wood.

f Soffit: Stained 1x4 v-groove tongue and groove wood to match existing

soffit at existing adjacent floor overhang.

New front entry exterior light fixture: Charlemagne 23&1/2” High Aged Pewter
Outdoor Wall Light by Troy Lighting.

New 5-inch galvanized painted box gutter to match existing with 4-inch square
galvanized painted downspout discharging onto precast concrete splash-
block.

New roof infill at existing removed skylight and new reduced skylight
replacements. Roof construction and standing seam metal roofing to
match existing adjacent.

New elevator shaft wall construction at third floor exterior deck to underside of
existing roof overhang:

a. Exterior Finish: 5/4 wood trim; painted.

b. Weather Resistive Barrier Atop Exterior Sheathing at Perimeter of Window
Openings: Provide 40 mil FortiFlash self-adhering membrane
flashing/wrap by Fortifiber Building Systems Group or equal at
perimeter of all window openings. Install per manufacturer’s
recommendations.

Exterior Sheathing: 1/2-inch exterior grade plywood sheathing.

Framing: 2x4 wood studs spaced no greater than 16-inches on center.

e. Insulation In Stud Cavity: 3&1/2-inch thick spray applied closed cell

polyurethane foam (R-7 per inch) R-24.5.

f. Interior Sheathing: 1/2-inch thick regular type gypsum board.

Fixed windows Q and R are in the elevator shaft walls.

o oo
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New 4&1/4” +/- roof extension over new elevator shaft construction. Roof
extension construction including roofing, fascia, and soffit to match
existing.

New 5-inch galvanized painted box gutter to match existing with 4-inch square
galvanized painted downspout discharging onto waterproof deck.

New 4-inch square galvanized painted downspout to match existing.

New metal cricket at existing chimney. Flash into existing masonry chimney.

New 3/4” x 5&1/2” Ipe decking over modified waterproof deck construction.

New stainless steel cable rail system guard rail at removed third floor deck solid

wall guard rail:

Cable: 3/16” diameter 1x19 stainless steel cable.

Fittings: Quick-Connect Lag and Pivot fittings.

Center Post: 4x4 cedar post; painted.

Top Rail: 1&1/2” x 4&1/2” wide painted cedar with tapered top.

Provide Cable Stabilizer Post between center post and end of top rail at
house and opposite guardrail wall to remain.

New ARS-2 fluid applied partially reinforced membrane roof coating system by
Acrymax Technologies, Inc. over existing low pitched flat seam metal
roofing.

New mechanical condenser units on pad.

New precast concrete splash-block.

oo ow
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421 Fourth Street
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10.

1.

12.

13.

14.

15.

16.

17.

18.

19.
20.

21,
22.

23.

24.
25,

DRAWING NOTES

New window/door in existing removed window/door location matching existing
window/door size. Provide new exterior painted wood trim to match
existing thickness and width.

New window in existing removed window location; reduction in window size.
Provide new exterior painted wood trim to match existing thickness and
width.

New window in new location. Provide new exterior painted wood trim to match
existing thickness and width.

New French door in area of removed existing French door and adjacent window.
Provide new exterior painted wood trim to match existing thickness and
width.

New sliding patio door in existing removed sliding patio door location; increase in
door size. Provide new exterior painted wood trim to match existing
thickness and width.

New curb mounted flat glass skylight in existing removed skylight location;
reduction in skylight size.

New concrete masonry wall infill at existing removed basement window.
Concrete masonry thickness to match existing. Provide tie-in {o existing
masonry. Provide waterproofing and drain-board. Infill window well with
drainable gravel fill.

New exterior wall infill at existing removed window/door. New infill walls shown
shaded on floor plans.

a. Exterior Finish: Cedar wood shingle siding; thickness, style, and exposure

to match existing. Wood species and finish to match existing.

b. Weather Resistive Barrier Atop Exterior Sheathing:

1)  WeatherSmart Housewrap by Fortifiber Building Systems Group or
equal. Secure to framing and seal in accordance with
manufacturers recommendations.

2)  Perimeter of Window and Door Openings: Provide 40 mil FortiFlash
self-adhering membrane flashing/wrap by Fortifiber Building
Systems Group or equal at perimeter of all window and door
openings. Install per manufacturer’s recommendations.

Exterior Sheathing: 1/2-inch exterior grade plywood sheathing.

Framing: 2x6 wood studs spaced no greater than 16-inches on center.

Insulation In Stud Cavity: R-21 glass fiber batts with vapor barrier facing.

Interior Sheathing:

a.  1/2-inch thick regular type gypsum board.

b. 1/2-inch thick moisture resistant type gypsum board in bathrooms.

~® oo

New painted wood garage passenger door in location of existing; match existing

size.

Manufacturer: Simpson

Size: 3-0" x 8-0" x 1&3/4”

Model: 762 Exterior Shaker 4 Panel

Wood Species: Mahogany

Provide new exterior painted wood trim to match existing thickness and
width.

New painted wood garage overhead door in location of existing; match existing
size.
Manufacturer: Clopay
Size: 9-0" x 8-0” x 1&3/4”
Series: 1
Panel Design: 12
Rectangular Upper Window Design: REC13
Handle Design: Ring Door Knockers
ew painted wood front entry door with new sidelight in location of existing.
Manufacturer: Simpson
Door:
1) Size: 3-6"x8-0"x1&3/4"
2) Model: 6803 Craftsman Two Panel — Three Lite (SDL)
3) Wood Species: Mahogany
c. Sidelight:
1)  Size: 1-2"x8-0"x1&3/4”
2) Model: 6170 Craftsman Sidelight
3) Wood Species: Mahogany

PeOooTD

TEZmOQOT®

d. Provide new exterior painted wood trim to match existing thickness and
width.

New front entry roof cover:

a. Roofing: Pre-formed and field painted standing seam metal roofing with
1-inch high seams.

b. Gutter: 5-inch galvanized painted box gutter to match existing.

C. Downspout: Black iron rain chain with 2-inch links with 12-inch diameter

black iron pot receptacle with loop.

Gable End: Painted wood trim with painted 1x6 vertical board panel.

Fascia Board: Painted wood.

Soffit: Stained 1x4 v-groove tongue and groove wood to match existing

soffit at existing adjacent floor overhang.

New front entry exterior light fixture: Charlemagne 23&1/2” High Aged Pewter
Outdoor Wall Light by Troy Lighting.

New 5-inch galvanized painted box gutter to match existing with 4-inch square
galvanized painted downspout discharging onto precast concrete splash-
block.

New roof infill at existing removed skylight and new reduced skylight
replacements. Roof construction and standing seam metal roofing to
match existing adjacent.

New elevator shaft wall construction at third floor exterior deck to underside of
existing roof overhang:

a. Exterior Finish: 5/4 wood trim; painted.

b. Weather Resistive Barrier Atop Exterior Sheathing at Perimeter of Window
Openings: Provide 40 mil FortiFlash self-adhering membrane
flashing/wrap by Fortifiber Building Systems Group or equal at
perimeter of all window openings. Install per manufacturer’s

~0 o

recommendations.
C. Exterior Sheathing: 1/2-inch exterior grade plywood sheathing.
d. Framing: 2x4 wood studs spaced no greater than 16-inches on center.

e. Insulation In Stud Cavity: 3&1/2-inch thick spray applied closed cell
polyurethane foam (R-7 per inch) R-24.5.

f. interior Sheathing: 1/2-inch thick regular type gypsum board.

g. Fixed windows Q and R are in the elevator shaft walls.

New 48&1/4” +/- roof extension over new elevator shaft construction. Roof
extension construction including roofing, fascia, and soffit to match
existing.

New 5-inch galvanized painted box gutter to match existing with 4-inch square
galvanized painted downspout discharging onto waterproof deck.

New 4-inch square galvanized painted downspout to match existing.
New metal cricket at existing chimney. Flash into existing masonry chimney.

New 3/4” x 5&1/2” Ipe decking over modified waterproof deck construction.
New stainless steel cable rail system guard rail at removed third floor deck solid
wall guard rail:

Cable: 3/16” diameter 1x19 stainless steel cable.

Fittings: Quick-Connect Lag and Pivot fittings.

Center Post: 4x4 cedar post; painted.

Top Rail: 1&1/2” x 4&1/2” wide painted cedar with tapered top.

Provide Cable Stabilizer Post between center post and end of top rail at
house and opposite guardrail wall to remain.

New ARS-2 fluid applied partially reinforced membrane roof coating system by
Acrymax Technologies, Inc. over existing low pitched flat seam metal
roofing.

New mechanical condenser units on pad.

New precast concrete splash-block.
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10.

1.

12.

13.

14.
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DRAWING NOTES

New window/door in existing removed window/door location matching existing
window/door size. Provide new exterior painted wood trim to match
existing thickness and width.

New window in existing removed window location; reduction in window size.
Provide new exterior painted wood trim to match existing thickness and
width.

New window in new location. Provide new exterior painted wood trim to match
existing thickness and width.

New French door in area of removed existing French door and adjacent window.
Provide new exterior painted wood trim to match existing thickness and
width.

New sliding patio door in existing removed sliding patio door location; increase in
door size. Provide new exterior painted wood trim to match existing
thickness and width.

New curb mounted flat glass skylight in existing removed skylight location;
reduction in skylight size.

New concrete masonry wall infill at existing removed basement window.
Concrete masonry thickness to match existing. Provide tie-in to existing
masonry. Provide waterproofing and drain-board. Infill window well with
drainable gravel fill.

New exterior wall infill at existing removed window/door. New infill walls shown
shaded on floor plans.

a. Exterior Finish: Cedar wood shingle siding; thickness, style, and exposure

to match existing. Wood species and finish to match existing.

b. Weather Resistive Barrier Atop Exterior Sheathing:

1)  WeatherSmart Housewrap by Fortifiber Building Systems Group or
equal. Secure to framing and seal in accordance with
manufacturers recommendations.

2)  Perimeter of Window and Door Openings: Provide 40 mil FortiFlash
self-adhering membrane flashing/wrap by Fortifiber Building
Systems Group or equal at perimeter of all window and door
openings. Install per manufacturer’s recommendations.

Exterior Sheathing: 1/2-inch exterior grade plywood sheathing.

Framing: 2x6 wood studs spaced no greater than 16-inches on center.

Insulation In Stud Cavity: R-21 glass fiber batts with vapor barrier facing.

Interior Sheathing:

a. 1/2-inch thick regular type gypsum board.

b. 1/2-inch thick moisture resistant type gypsum board in bathrooms.

New painted wood garage passenger door in location of existing; match existing

size.

Manufacturer: Simpson

Size: 3-0" x 8-0" x 1&3/4”

Model: 762 Exterior Shaker 4 Panel

Wood Species: Mahogany

Provide new exterior painted wood trim to match existing thickness and

width.

New painted wood garage overhead door in location of existing; match existing
size.
Manufacturer: Clopay
Size: 9-0" x 8-0” x 1&3/4”
Series: 1
Panel Design: 12
Rectangular Upper Window Design: REC13
Handle Design: Ring Door Knockers
ew painted wood front entry door with new sidelight in location of existing.
Manufacturer: Simpson
Door:
1) Size: 3-6"x8-0"x 1&3/4”
2)  Model: 6803 Craftsman Two Panel — Three Lite (SDL)
3) Wood Species: Mahogany
C. Sidelight:
1) Size: 1-2"x8-0"x 1&3/4”
2)  Model: 6170 Craftsman Sidelight
3) Wood Species: Mahogany

~p oo

eaoow
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d. Provide new exterior painted wood trim to match existing thickness and
width.

New front entry roof cover:

a. Roofing: Pre-formed and field painted standing seam metal roofing with
1-inch high seams.

b. Gutter: 5-inch galvanized painted box gutter to match existing.

c. Downspout: Black iron rain chain with 2-inch links with 12-inch diameter

black iron pot receptacle with loop.

d. Gable End: Painted wood trim with painted 1x6 vertical board panel.

e. Fascia Board: Painted wood.

f. Soffit: Stained 1x4 v-groove tongue and groove wood to match existing

soffit at existing adjacent floor overhang.

New front entry exterior light fixture: Charlemagne 23&1/2” High Aged Pewter
Outdoor Wall Light by Troy Lighting.

New 5-inch galvanized painted box gutter to match existing with 4-inch square
galvanized painted downspout discharging onto precast concrete splash-
block.

New roof infill at existing removed skylight and new reduced skylight
replacements. Roof construction and standing seam metal roofing to
match existing adjacent.

New elevator shaft wall construction at third floor exterior deck to underside of
existing roof overhang:

a. Exterior Finish: 5/4 wood trim; painted.

b. Weather Resistive Barrier Atop Exterior Sheathing at Perimeter of Window
Openings: Provide 40 mil FortiFlash self-adhering membrane
flashing/wrap by Fortifiber Building Systems Group or equal at
perimeter of all window openings. Install per manufacturer’s
recommendations.

Exterior Sheathing: 1/2-inch exterior grade plywood sheathing.

Framing: 2x4 wood studs spaced no greater than 16-inches on center.

e. Insulation In Stud Cavity: 3&1/2-inch thick spray applied closed cell

polyurethane foam (R-7 per inch) R-24.5.

f. Interior Sheathing: 1/2-inch thick regular type gypsum board.

Fixed windows Q and R are in the elevator shaft walls.

oo

New 4&1/4” +/- roof extension over new elevator shaft construction. Roof
extension construction including roofing, fascia, and soffit to match
existing.

New 5-inch galvanized painted box gutter to match existing with 4-inch square
galvanized painted downspout discharging onto waterproof deck.

New 4-inch square galvanized painted downspout to match existing.

New metal cricket at existing chimney. Flash into existing masonry chimney.

New 3/4” x 5&1/2" Ipe decking over modified waterproof deck construction.

New stainless steel cable rail system guard rail at removed third floor deck solid

wall guard rail:

Cable: 3/16" diameter 1x19 stainless steel cable.

Fittings: Quick-Connect Lag and Pivot fittings.

Center Post: 4x4 cedar post; painted.

Top Rail: 1&1/2" x 4&1/2” wide painted cedar with tapered top.

Provide Cable Stabilizer Post between center post and end of top rail at
house and opposite guardrail wall to remain.

New ARS-2 fluid applied partially reinforced membrane roof coating system by
Acrymax Technologies, Inc. over existing low pitched flat seam metal
roofing.

New mechanical condenser units on pad.

New precast concrete splash-block.

P00 T

Fourth Street Design Studio, Inc.
421 Fourth Street

Annapolis, Maryland 21403-2503
410-267-9659

410-269-5027

301-858-5726

Gary Schwerzler, Architect

95 Shipwright

95 Shipwright St.
Annapolis, MD

© Copyright by Fourth Street Design Studio, inc. and
is not to be copied, modified, or reproduced in any
manner without written permission,
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Proposed - Roof Plan
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Proposed - East Elevation Scale: 14" = 1-0 |
WINDOW GENERAL NOTES:
o)l WINDOW TYPE MANUF. | RAME a'g"T' RWSPHO;S&;'M' REMARKS UNIT WINDOW TYPE MANUF,|  FRAMEDIM. ROUGH OPG. DIM. REMARKS 1. Manufacturer.
: ) TYPE WIDTH X HGT. WIDTH X HGT. a. Windows, Sliding Patio Door, and French Doors: Loewen
b. Skylight: Velux America Inc.
: " " " " " " " See General Window Notes for 2. Glass:
A Standard Clad Awning Loewen | 31&1/2"x23&5/8 32&1/4" x 248&3/8 L Double Standard Clad Casement | Loewen | 39&3/8"x 70&7/8 40&1/8"x 7185/8 Tempered Glass Locations. a. Double-pane sealed insulating glass Low E I with Argon.
3.  Hazardous Locations: The following shall be considered specific hazardous Fourth Street Design Studio, Inc.
; locations requiring safety glazing (tempered glass): 421 Fourth Street
Custom Clad Awning Picture Over See General Window Notes for - a. Glazing in swinging doors. n Annapolis, Maryland 21403-2503
B ! Loewen | 46&1/2"x118&1/8" | 47&1/4"x 118&7/8" . . " " . |See General Window Notes for b. Glazing in fixed and sliding panels of sliding door assemblies and panels in ’
Custom Clad Awning Tempered Glass Locations. M Double Standard Clad Casement | Loewen | 39&3/8" x 59&1/16 40&1/8" x 59&13/16 Tempered Glass Locations. sliding and bi-fold closet door assemblies. 410-267-9659
¢. Glazing in storm doors. 410-269-5027
d. Glazing in unframed swinging doors. 301-858-5726
Custom Clad Fixed Casement Over . ) . . : e. Glazing in doors and enclosures for hot tubs, whirlpools, saunas, steam rooms, Gary Schwerzler, Architect
c ; Loewen 3683/8"x 125 37&1/8" x 125&5/ N Standard Clad Sliding Patio Door | Loewen | 140&1/2"x 79&1/2" 141&1/4" x 80&1/4" bathtubs, and showers. Glazing in any portion of a building wall enclosing
Standard Inswing Terrace Door N
these compartments where the bottom exposed edge of the glazing is less
than 60-inches above a standing surface.
. . f.  Glazing in an individual fixed or operable panel adjacent to a door where the
D Triple Standard Clad Casement || /| 85811/16"x 4181/4" 83&7/16" X 42" P | Standard Clad CasementPicture | Loewen | 59&1/16"x 7087/8" | 59&13/16"x 71&5/g" |>€ General Window Notes for nearest exposed edge of the glazing is within a 24-inch arc of either vertical
with Fixed Center Unit » Tempered Glass Locations. edge of the door in a closed position and where the bottom exposed edge
of the glazing is less than 60-inches above the walking surface.
. 1)  Exceptions To Above:
. See General Window Notes for . . ,
lad C t Pict L " " " " , Panels where th t Il or oth t ° *
E Custom Clad Casement Loewen | 17&1/2"x59&1/16" | 18&1/4" x 59&13/16" Q Standard Clad Casement Picture oewen | 35&7/16"x 70&7/8 3683/16"x7185/8 Tempered Glass Locations. ? anizr\ge? {)zmifn'?hinz;goerr;ﬁglg?axg.Or omer permansn 95 Shlpwrlght
b) Where access through the door is to a closet or storage area 3
. feet or less in depth.
R Standard Clad Casement Picture | Loewen 29&1/2" x 70&7/8" 30&1/4" x 71&5/8" See General Window Notes for ¢) Glazing in walls perpendicular to the plane of the door in a
F Standard Inswing Terrace Door | Loewen 36&3/8" x 86" 37&1/8" x 86&5/8" Tempered Glass Locations. closed position, other than the wall towards which the door
swings when opened.
g. Glazing in an individual fixed or operable panel, other than in those locations
. . ; Y 1d 1Y« " " described in preceding items e. and f. which meets all of the following
G Fixed Curb Mounted Skylight Velux (;n?ic.jde %'rbb(v\\/ffoH')'.- 3:;17&83 1/?2"x 4;98; 5 ) conditions: 95 Shipwright St.
FCM 3446 utside Curb (W'xH"): X 1)  Exposed area of an individual pane greater than 9 square feet. Annapolis, MD
2) Exposed bottom edge less than 18 inches above the floor.
3) Exposed top edge greater than 36-inches above the floor. © Copyright by Fourth Street Design Studio, inc. and
H Custom Clad Casement Picture | Loewen | 46&1/2"x 88&5/8" 47&1/4" x 89&3/8" ' | 4) One gl; r:]w:lg mziiglr;gz i?‘lés;’faces within 36-inches horizontally of the o ;‘:f}é‘:gﬁrf;&“jfr}tgg";gf:{i;s’igffm"”ced in any
h. Other areas as described in Section 2406.3 of IBC Code latest edition.
4.  Provide full height screens for operable window units: Proposed - East Elevation,
J Custom Clad Casement Loewen 34&3/4" x 41" 35&1/2" x 41&3/4" a. Frame: Aluminum; Color to be selected by owner from manufacturer's Window Schedule
' standard colors.
b. Screen: 18x16 charcoal color fiberglass mesh.
: 5.  Provide manufacturer's standard hardware except as otherwise noted. Color to be
K-1 Standard Clad Awning Loewen | 47&1/4"x 15&3/4" 48"x 16&1/2" selected by owner from manufacturer's standard colors.
: 6. Operation. See elevations for operation orientation.
7.  Interior Finish: Treated unfinished wood.
8.  Provide metal flashing above all exterior window and door head trims.
K-2 Standard Clad Awning Loewen | 35&7/16"x 15&3/4" 36&3/16" x 16&1/2" 9.  Allwindows located in 2x6 stud wall construction to include jamb extensions to A 5
accommodate a 6&1/2” wide wall construction. —
1/24/18
Window Schedule || 1804
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Fourth Street Design Studio, Inc.
421 Fourth Street

Annapolis, Maryland 21403-2503
410-267-9659

410-269-5027

301-858-5726

Gary Schwerzler, Architect

95 Shipwright

95 Shipwright St.
Annapolis, MD

© Copyright by Fourth Street Design Studio, Inc. and
is not to be copied, modified, or reproduced in any
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Simps

SERIES: Craftsman Collection
TYPE: Exterior Decorative _,.Eé’ .t :
APPLICATIONS: Can be used
for a swing door, with barn

track hardware, with pivot 18
hardware, in a patio swing

door or slider system and many
other applications for the '
home’s exterior.

Construction Type:

Engineered All-Wood Stiles
and Rails with Dowel Pinned b
Stile/Rail Joinery

3
Mg

Panels: 3/4" VG Flat Panel
Glass: 3/4" Insulated Glazing

STANDARD FEATURES iy o
i

Z . Any Wood Species W;gjf 3F
L ‘ N "

w ¥

Vlrtua”y Any S'Ze 3 TRAWIAK S8 THE INFORMATION TNTATARD HIFIY 1S 230°Q1IETARY T e

- .
%@ Glass Options
e

UltraBlock®
Technology

Privacy Rating: 1

DETAILS

o~ View Saver glass stop
2 7/8" wide View Saver SDL Bar|

3/4" Flat Panel

(Standard)
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THIS DRAWING AND THE INFORMATION CONTAINED HEREIN IS PROPRIETARY TO
SIMPSON DOOR COMPANY AND SHALL NOT BE REPRODUCED, COPIED OR DISCLOSED IN
WHOLE OR PART, OR USED FOR MANUFACTURE OR FOR ANY OTHER PURPOSE
WITHOUT THE WRITTEN PERMISSION OF SIMPSON DOOR COMPANY.

Revisions

TME 6803 3/6 x 8/0
Customer Layout

DRAWING NO. [5.6:803-306-800-0700

Rev. # Description Date by Whom
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6170 — CRAFTSMAN SIDELIGHT

DETAILS
SERIES: Craftsman Collection
TYPE: Sidelight
Construction Type: DETAILED DRAWING (Standard)

Engineered All-Wood Stiles
and Rails with Dowel Pinned
Stile/Rail Joinery

Profile: Ovolo Sticking
Glass: 3/4" Insulated Glazing

STANDARD FEATURES

% Any Wood Species
Virtually Any Size

UltraBlock®
Technology

Privacy Rating: 1

TRowT EnTRY SwewauT
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THIS DRAWING AND THE INFORMATION CONTAINED HEREIN IS THE PROPRIETARY TO
SIMPSON DOOR COMPANY AND SHALL NOT BE REPRODUCED, COPIED OR DISCLOSED IN
WHOLE OR PART, OR USED FOR MANUFACTURE OR FOR ANY OTHER PURPOSE
WITHOUT THE WRITTEN PERMISSION OF SIMPSON DOOR COMPANY.

TE 6170 1/2 x 6/8.5
Customer Layout

DRAWING NO- 5.6170-102-608.5-0700

Rev. #

Description

Date

by Whom
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DRV V. KEECH [P 09/24/2013

Simpsonr

L:\Engineering\Product Drawings & Documents\Product Designs\DWG Base Drawings\6000 - 6999 Series\S-6170-102-608.5-0700.dwg, 9/24/2013 10:28:26 AM, vkee
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LAMPS PLUS.

THE NATION'S LARGEST LIGHTING RETALE M _ ShopbyRoom/Trends. Store Locations RateUs Chat 800-782-1967

t.amps Plus | Qutdoor Lighting | Contemporary | Troy | Charlemagne 23 1/2” High Aged Pewter Qutdoor Wall Light < Go Bacth

Charlemagne 23 1/2"" High Aged Pewter
Outdoor Wall Light - style # 1k944

$518.00

FREE SHIPPING & FREE RETURNS* | Low Price Guarantee

AR ADD TO
e 2 ADDTO CART B wisH LIST

In Stock ~ Ships in1to 2 Days

=+ Write a Review | Ask a Question

The Charlemagne outdoor wall light by Troy Lighting is
finished in aged pewter and features a hanging lantern
design with cage frame.

MORE DETAILS >

BRea

£Sh PRINT EMAIL l ’ @Y% CHAT VIEW IN YOUR ROOM

MORE YOU MAY LIKE

$490.00 $572.00 $478.00 $438.00 $499.00

PRODUCT DETAILS

Industrial design is inspired by shipyard rain-soaked romance with the o 23 1/2" high x 11" wide. Extends 14 1/4" from



Charlemagne 23 1/2" outdoor wali light by Troy Lighting. A backplate and
sturdy arm hosts a hanging lantern - all in an aged pewter finish. An open
cage frame highlights the interior clear seedy glass shade, which diffuses the
light with moody ambiance. The Charlemagne evokes the home beacon on a
storm swept shore, a classic accent for your outdoor spaces.

TROY LIGHTING

Shop all Troy

RELATED VIDEOS

Outdoor Lighting Size
Guide

Outdoor Buying Guide Outdoor Lighting

Types

Security Lighting

the wall.

Backplate is 16 1/4" high x 6" wide x 3/4"
deep.

Takes four maximum 60 watt candelabra
base bulbs (not included).

Industrial 4-light outdoor wall light from the
Charlemagne collection by Troy Lighting.

Aged pewter finish. Solid aluminum
construction.

Clear seedy glass shade.

Wet location outdoor rated.

Wet vs Damp Location

RELATED ITEMS

$378.00 $378.00
More Like This More Like This

a&A Need Immediate Help? Try g% CHAT

ASK A QUESTION:

L

Start typing your question and we'll check if it was already asked and answered. Learmn More

No questions have been asked about this item. Be the first!

Guestions that nesd answers | My Posts
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SIMPSON DOOR COMPANY AND SHALL NOT BE REPRODUCED, COPIED OR DISCLOSED IN
WHOLE OR PART, OR USED FOR MANUFACTURE OR FOR ANY OTHER PURPOSE
WITHOUT THE WRITTEN PERMISSION OF SIMPSON DOOR COMPANY.
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AWNING WINDOW
DETAIL

HEAD & SILL DETAIL

RS 498"
Tea 1118}
13/16" 6916 X 1716 69/16" )
B1 {166 . l 37} ] 1166
: 2lF
: 115/14° N L T
38 B | \ Bl& 1
7 g= = . d HE
55 T, P
-l had 0 (= —{u
£ =E| B u|gul, L N
™ ™ =T
1 TP
BTy PYITg
57 &7
Pan o
© J o _3|B )
& &3 g 32" 3
| o~
METAL CLAD TRIPLE WOOD EXTERIOR DOUBLE WOOD EXTERIOR TRIPLE
69/16" (166 mm] 4 9/16" (116 mm) 69/16" 166 mm)
SQUARE GLAZING STOPS 3 1/2" FLAT CASING WITH BC SUBSILL 2" BRICKMOULD WITH STANDARD SUBSILL
RETRACTABLE SCREEN . RETRACTABLE SCREEN STANDARD SCREEN
HEAD & SILL DETAIL i PLAN VIEW 3%
&"
153 . c7
1318 49N6" 3 3
I 131 1161 176] 1761
=
z =4
g z
o2 ! DOUBLE TRIPLE S
o
% z
; z
EI@ ol : STANDARD S
. -~ Zle SCREEN o S RETRACTABLE -
™ H
Lol : SCREEN o~
=ia t o
- v T g
(321 o
£ 4] 234" hshe @
g 3 — i : L T R T g
T «© i d
g 3 — METAL CLAD -
1 } 3" 1531 3~ Q
S H =4
@
& 3|8 2
[ l' N — :  ——r) 3
I SR pousLE £ Dy TRIPLE §
£
Bk H
b ; RETRACTABLE
SCREEN STANDARD
SCREEN
METAL CLAD DOUBLE
49/16" (116 mm)
31/2" FLAT CASING WITH HERITAGE SILL NOSE
STANDARD SCREEN
WOOD EXTERIOR
Note: o Other jamb widths available.
 Alt dimensions to have +/- 1/16” (2 mm) tolerance.

Information is subject to change without notice. | CAD Download and Installation instructi www laawen.com



CASEMENT WINDOW
DETAIL

4 9/16"

3 310
[a2]
238

oy 3E
1] -
_ J/lc‘
Bl METAL CLAD DOUBLE WOQD EXTERIOR DOUBLE WOOD EXTERIOR TRIPLE
49/18" (1186 mm) 4.9/16" (116 mm) 6 9/18" (166 mm)}
STANDARD SCREEN 2" BRICKMOULD WITH STANDARD SUBSILL § 1/2° FLAY CASING WIiTH BC SUBSILL
STANDARD SCREEN RETRACTABLE SCREEN
HEAD & SILL DETAIL PLAN VIEW
1 5/16° 6 3/16"
| 33 4 9160166}
. {ne]
N ES
1 METAL CLAD DOUBLE
3 STANDARD SCREEN
g § ¢
e : [
| CEES)
i
i
t
¢
i
H
METAL CLAD DOUBLE i
6 9/16" (166 mm) i
2" BRICKMOULD WITH STANDARD SILL NOSE i a E
RETRACTABLE SCREEN i
i T
{ (! /47
! )]
| WOOD EXTERIORTRIPLE  js/16] 2 3/4°  |5/18]
| RETRACTABLE SCREEN Lo ol 112
i
i
i
i
H
i
i
i
e o e s s e e 1 v e e - e o o e et e e e e et e e - - e e e v e o e
Note: e Other jamb widths available.
+ All dimensions to have +/- 1/16” {2 mm) tolerance.
Information is subject to change without notice. | CAD Download and {nstatlation Instr www.loewen.com

ue]
1.800.563.9367 | CASEMENT WINDOWS o

www.loewen.com



INSWING 3" NARROW STILE TERRACE DOOR
DETAIL

HEAD & SILL DETAIL

1 3/18° 4 918" 1 3/18" 8 9/18" X 1 3/18" 8 9/1¢"
@l 116} 303 [168) 1 15/16" [30]} [168)
sl
oo Iz vi=r = ® -
5|2 818 52 == 5|2 . S8
- ] - g - T el
el vi_ 3|E el w2 ! el vl SIE
SlE R H SIE <|® (8 SECE
o~ " " ~ " ~ "
1 O 1 4"
LL‘_‘] ll lJi‘J |
.= L“ = -i= .| !E I «|= |- 2 I
P b aE a1z
o = ® ©
N Rlg 3IE ’QI’;
~ ~E ~ ~E
- s | -
! 8 3/16° | I 8 1/8" |
[156) 1208} i
METAL CLAD DOURE METAL CLAD DOUBLE METAL CLAD DOUBLE
4% (116 mm) 6" (166 mm) 61" (166 mm)
FULL 2AMB
e e e e o e e e e 2 2 o e e e e o e
PLAN VIEW GLAZING STOP PROFILES

31/18"

4 9/18°

'o <
-
- 3 7/8"
{98)
METAL CLAD DOURLE
ONE PANEL
42 (116 mm)

3 /8" ‘

- [e8]

METAL CLAD DOURE
TWO PANEL

61t (166 mm)

Note: e Other jamb widths available.
» All dimensions to have +/- 1/16" {2 mm] tolerance.

information is subject to change without notice. | CAD Download and installation Instr
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SQUARE PUTTY OGEE
ASING ;‘/
CONTEMPORARY 77 ERICKMOULD ; NGSE & COVE
? FRAME.
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www.loewen.com | 1.800.563.9347 | SWINGING TERRACE & FRENCH TERRACE DOORS



PATIO DOOR
DETAIL

HEAD & SILL DETAIL

11/8° 69/16"
28] I 1168}

|

3/8
351

211¢"
153]

21/16"
(53]
416"
1104]
41/8"
[104]

41/16"
[104}
27/8"
27/8°
41/8"
[104}

pe—

www.loewen.com | 1.800.563.93467 | SLIDING PATIO & FRENCH PATIO DOORS

e ¥ |5 els X 2z
N )3 28 < 23
—. 50 — ~ :lﬂ - ~

5|8 B8
=7 =3
METAL CLAD TRIPLE WOOD EXTERIOR TRIPLE
69/16" {166 mm) 69/16" (166 mm)
2" BRICKMOULD
2116" 4916" 115/167 49/16"
[53] | {116] l 150] I 18]
| 5 s
|8 Pt Fc)

53 Y ! 2z
=L 3 I — =8
gE, ~ 2l JEN El =l B3
ol 3 ol <=8 -~
o~ ~ —
2516 L
[56]

Lk _ Wl &[5 S lo
ER o(® HEHS HE
- S - ol =l 3

518 : sl2
pa it s n p
1 i
METAL CLAD DOUBLE WOOD EXTERIOR DOUBLE
49/16" (116 mm) 49/16" (116 mm)

2" BRICKMOULD

Note: ¢ Other jamb widths available.
» All dimensions to have +/- 1/16™ [2 mm} tolerance.

Information is subject to change without notice. | CAD Download and Installation Instructions: www.loewen.com




1.800.563.9367 | SLIDING PATIO & FRENCH PATIO DOORS py
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www.loewen.com

PATIO DOOR

PLAN VIEW SIBLE VISIBLE visiB
313/18" GLASS 37/14" GLASS _ 37/16" GLASS 313/16"
1961, /g f88] [88] 1961
[713] I ¥ =8
[ ol o
L] OS2
DJ ’
_1 5/ 2 7/8"
1421 73]

METAL CLAD TRIPLE/DOUBLE/TRIPLE
THREE PANEL
49/16" (116 mm}/6 9/16" (166 mm})

VISIBLE

VISIBLE

313/16" GLASS 37/16" GLASS

VISIBLE
37/16" GLASS _313/16"

[88]

1 5/4'
[42

i

[88]

196]

27/8"
173}

)
i
J

WOO0D EXTERIOR TRIPLE/DOUBLE/TRIPLE
THREE PANEL
49/16" (116 mm}/6 9/16" (166 mm)

2" BRICKMOULD
VISIBLE ViSIB VISIBLE VISIBLE
GLASS 3 3/8 GLASS 67/18" GLASS _ 33/8" GLASS _ 35/8"
[164] [86] 192} ,
i ﬂ = g
ol
S
vy
METAL CLAD DOUBLE/DOUBLE/TRIPLE/TRIPLE
FOUR PANEL
, & 9/16" {116 mm}/6 9/16" (166 mm)
VISIBLE VISIBLE VISIBLE VISIBLE
5/8"  GLASS__33/8" GLASS 67/18" GLASS  33/8" GLASS _ 35/8"
{86} 1164 86, 192

B

=y
L7

ah

WOO0D EXTERIOR DOOJIBLEIDOUBLE/T RIPLE/TRIPLE
49/16" (1 16 mml/6 9/1 6" {166 mm)

Note: e Other jamb widths available.
* All dimensions to have +/- 1/14" [2 mm] tolerance.

2" BRICKM




FCM - Fixed Skylight

Curb Mounted

Benefits of FCM skylights

Maintenance free frame

No designated top, bottom or sides - can be installed in any direction
White laminated glass available for applications where diffused lighting is
required

Factory installed blinds available

k]

ﬁ‘ﬁ"ﬁﬁ"ﬁ’ 4.8 | 209 Reviews

200 out of 203 (99%) reviewers recommend
this product

Find out about FREE SKYLIGHTS!*
with the new energy performance models

What's Included? }

FCM Size 1430 1446 2222 2230 2234
Code

2246

 Skylight sizes for FCM skylights

2270

3030

3046

3434

4646



Inside curb 14Y/, 14Y, 224, 22Y5 224, 224, 22Y, 30Y5 30%, 344/, 3aY, | 46Y,
(W"'xH") X X X X X X X X X X X X
30Y, 461/, 22Y, 30Y5 34Y, 46Y/, 70Y, 30Y, 461, 34Y, 46Y, 46Y/,

QOutside curb 17Y, 17Y, 25Y, 25Y, 25Y, 25Y, 25Y, 33Y, 33Y, 37, 37Y%, 49Y/,
(W"xH" X X X X X
33Y, 491/, 25Y/5 33Y, 37Y%, 49Y/, 73Y, 33Y, 49Y, 374, 49Y, 49Y/,

Maximum 18%/5 18%/4 26%/g 269/ 26%/g 26°/g 26%y 345 34%/4 38% I 38%g 50%/g
skylight X X X X X X X X X X X X
clearance 345/ 50% 26/ 34%/g 38%/5 50%g  T74%qg 34%/ 505/g 38%g 1 50%g 1 50%
(W"xH"

Description Roofing material Roof pitch Product code

Step flashing w/ Asphalt shingles, 10°-60° ECL 0000C
adhesive underlayment wood shakes and flat tile

High profile flashing w/ Tile 14°-60° ECW 0000C
adhesive underlayment

e
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Feeney Architectural
DesignRail®
CableRail
CableRail Kits
CableRail Conceal Kits

CableRail Stair Kits

Build Your Own

ATR Kits
Accessories & Tools
Sta-Lok®
Feeney Garrden‘ )

Plant Hangers

Feeney Rigging

Technical Documents

§ Requesta
. Free Calalog

Photo Contest
Prizes up to $5004

Get inspired at our
Photo Gallery

VIDEG LIBRARY
How-tog and more

CableRail for Composite Sleeved or Wrapped Wood Posts

Photo gallery

Photo contest:
Win up to $500!

CablieRail is the perfect complement to any
composite deck and railing!

Our Quick-Connect® Lag and Pivot fittings are specially designed for
attachment to wood posts with a composite sleeve, composite wrap, or
decorative wood wrap. These sleek and durable fittings attach to the inside
faces of the posts, making installation a snap.

+ Fast and Fasy field assembly: No need to pre-measure cables

e Features our Quick-Connect® automatic locking jaw technology. Just
insert the cable into the fitting and it locks automatically. No
cumbersome crimp tools or difficult-to-use compression fittings.

s Made from high-quality 316-grade stainless steel with a tumbled satin
finish for weather-tough durability, low maintenance, & lasting beauty

Note: Be sure to check with your railing manufacturer to ensure your railing
can withe d the tension load of CableRail infill.

Your Systemn Status

g1

| WEHE SORRY!
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rutlandguttersupply@yahoo.com Ph:

407-859-1119 Fax: 407-859-1123

BOX GUTTER SIZES

A
- T
HIDDEN S -
HANGER A f
REGUIRED — | ; b
D
C
STANDARD GUTTER SIZES
A B | C | D|E G
5"| 5" | 4" 1" |
6"| 6"| 5" 1" S
™| 7| 6" 1" | B
g | 8| 7° 1" TRIT
USTOM SIZES AVAILABLE

UPON REQUEST




Home : Glossary : Contact ! Blog Type here to search by keyword

STA\CRYMAX

TECHNOLOGIES, INC.

Flexible Solutions in ;
High-Performance estr vith Acrymax_ high-performance
Coating Systems!

waterborne elastomeric ccatmgs and nquud roofing systems, your metal roof will require less
maintenance thanks to unpara!lefed 1 d thermal protection combined with protection from
corrosion: Additionally, our coat 0 you money on energy. bills thanks to reflective cool
roofing technology. S

Acrymax has been at the forefront of the roofing industry for more than five decades, and
continues to develop:and provide protective roof systems and architectural coatings for a wide
variety of applications. For stopping roof leaks, and to provide a weatherproof system, our partially
reinforced systems combine reinforcing roof fabric at roof seams and other vulnerable areas to
create an exceptionally durable elastomeric roof membrane system. For those looking to protect
and maintain a metal roof our protective coating systems guard against corrosion and can provide
architectural color or a reflective cool roof coating.
==y Fully Reinforced
- Partially Reinforced
Coating Only
Existing Asphalt
Single-Ply
Metal
Concrete
Roof Board
Historic Preservation
Installation Guides
Warranties +

average thickness of 15 mr!s on the field of the roof and 40 on the reinforced areas while
the ARS-2~M20 system averages 20 mils on the ﬁetd and 45 on reinforced section: dding
30XT eiastomenc'
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SERVICE —4—

ANl

Dimensions

4TWR4 Outline Drawing

Note: All dimensions are in MM (Inches).

(FRIGERANT
wis

..__-?

T e X5 e 4 e e Ut 1 S
ST 11l T |
um\(T Il E? | ‘ }
L | O WALL AND | H || | ’ | l
ALL SO 018G SHRUSBERY ON TWO $I1D(S | N1 | | ‘ |
OTWER TWO SIDES waR{STRICTCD K | || 1 |
[ (TR || (|
N nil
|28t v-l | J | - ‘ ‘ [ A
J_r‘?/. [ || ’ -
BT I —Ca T
2.2 (118) DIA. WXE A | } )
LOw oL TAGk | . | | | /
20.6 C1-178) DIA | | | | /
co.ww T 174 : [ i )
Scadetd TP L S
sor soriow W o | [ U | Ly - BRAZCD CONNECTION
FOR CLECTRICAL | o - — ——— ; | WilW 174" SAL l.ll[.
PORER SuPPLY 1 P [ S X ! J 1 ZHN.(:;,.( AP FITTING
1 -GAS LINE SERVICE wALYE
| | *0° 1.0 FOmALE BRAZID
- J = €. 0. FOR ALTERRATE i CONNECTION Wilw 174"
| CLECTRICAL ROUTING - - Sl(”".ll( PRESSURE Tar
LIOUID LINE SERVICE VALYE -0 L AL
“(° 1.0 FEmALL BRAZE - 0
CONNECTION WITH 174" SAE ~GAS LINC 174 TURN BALL SERVICE VALVE, “D°
FLARE PRESSURE TAP F1TTINGS 1.0, FEMALE BRAZED CONNECTION WITw (/4 SAL
FLARE PRESSURE TAP FITTING
MODELS BASE A B Cc D E F D H J K
4TWR4018D 3 730 (28-3/4) | 829 (32-5/8) | 756 (29-3/4) | 58 | 3/8 127 (5) 76 (3) 197 (7-3/4) | 57 (2-1/4) 508 (20)
4TWR4024E 3 841 (32-3/4) | 829 (32-5/8) | 756 (29-3/4) | 3/4 3/8 127 (5) 76 (3) 197 (7-3/4) | 60 (2-3/8) 508 (20)
4TWR4030D 4 841 (33-1/8) | 946 (37-1/4) | 870 (34-1/4) | 3/4 3/8 152 (6) 98 (3-7/8) | 219 (8-5/8) | 86 (3-3/8) 508 (20)
4TWR4036D 4 841 (33-1/8) | 946 (37-1/4) | 870 (34-1/4) | 3/4 3/8 152 (6) 98 (3-7/8) | 219 (8-5/8) | 86 (3-3/8) 508 (20)
4TWR40420 4 841 (33-1/8) | 946 (37-1/4) | 870 (34-1/4) | /4 3/8 152 (6) 98 (3-7/8) | 219 (8-5/8) | 86 (3-3/8) 508 (20)
4TWR4048D 4 943 (37 1/8) | 946 (37-1/4) | 870 (34-1/4) | 7/8 | 3/8 152 (6) 98 (3-7/8) | 219 (8-5/8) | 86 (3-3/8) 508 (20)
4TWR4060E 4 | 1147 (45 1/8) | 946 (37-1/4) | 870 (34-1/4) | 7/8 | ¥/8 | 152(6) | 98(3-7/8) | 219 (8-5/8) | 86 (3-3/8) | 813 (32)
13
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